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Frontales / Bezels

MONTAJE / MOUNTING
D-Carril DIN/DIN housing
E-48x48 DIN
G-36x24 mm Frontal/Front
R-40,6x27,5 mm Frontal/Front
S-52x26 mm
Panel 2 tornillos
x2 Screwed Panel

Nº FRONTAL / BEZEL NUMBER
0-Ninguno/None

(!)Ver número esquema inferior
(!)See bezel number below

CONEXIÓN / CONNECTION
1-PIN 6,3x8.0 con tornillo
Pin 6,3x8.0 with screw

2-PIN 6,3x8.0

PROTECCIÓN / PROTECTION
1-IP40 frontal / front
1-IP67 frontal / front
1-IP67 total

Troquel/Panel Cut-out
45 x 22 mm

Troquel/Panel Cut-out
45 x 45 mm

Troquel/Panel Cut-out
50 x 25 mm

Troquel/Panel Cut-out
45 x 45 mm / ø 50 mm

Troquel/Panel Cut-out
ø 50 mm

Troquel/Panel Cut-out
min. ø 50 mm

Troquel/Panel Cut-out
45 x 45 mm / ø 50 mm

EMBALAJE / PACKAGE
P-Individual / Single
S-Grupo / Group

FRECUENCIA / FREQUENCY
50 Hz
60 Hz

VOLTAJE / VOLTAGE
Especificar / Specify

VAC: 24, 48, 60, 110, 120,
220, 230, 240, 400

VDC: 6-12, 12-36, 36-80,
110, 220

Características Técnicas:
Nº de cifras:

Medidas frontal:

Altura de las cifras:

Montaje:

Conexión:

Voltaje VAC:

Voltaje VDC:

Consumo:

Peso:

AC: 5+2 - DC: 6+1

36 x 24 mm (standard)

4 mm

Ver página 2

Pins / Pins con tornillo

24-48-60-110-120-220-230-240-400

(±10%) 50/60 Hz

6-12, 12-36, 36-80, 110, 220 ±10%

AC: max. 8 mA - DC: max. 9 mA

32 g

Aplicaciones: Generadores, compresores, bombas, equipamiento
médico, paneles de control, aire acondicionado, ... etc.

Technical Specifications:
Display:

Front dimension:

Digit height:

Mounting:

Connection:

Voltage VAC:

Voltage VDC:

Consumption:

Weight:

AC: 5+2 - DC: 6+1

36 x 24 mm (standard)

4 mm

See page 2

Pins / Pins with screw

24-48-60-110-120-220-230-240-400

(±10%) 50/60 Hz

6-12, 12-36, 36-80, 110, 220 ±10%

AC: max. 8 mA - DC: max. 9 mA

32 g

Applications: Gen-sets, compressors, pumps, medical equipment,
control panels, air conditioning, ... etc.
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